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1
CONVERTER WITH ACTIVE FAULT
CURRENT LIMITATION

RELATED APPLICATIONS

This application is a U.S. National Phase of International
Application No.: PCT/EP2009/059980, filed Jul. 31, 2009,
which is incorporated by reference in its entirety.

TECHNICAL FIELD

The invention relates to a voltage source converter for use
in high voltage direct current (HVDC) power transmission.

BACKGROUND

In HVDC power transmission networks, alternating cur-
rent (AC) electrical power is typically converted to direct
current (DC) power for transmission via overhead lines
and/or undersea cables. This conversion means that it is not
necessary to compensate for AC capacitive load effects that
are otherwise imposed by the transmission line or cable.
This in turn reduces the cost per kilometer of the lines and/or
cables, and thus conversion of AC power to DC power
becomes cost-effective when power needs to be transmitted
over a long distance.

The conversion of AC power to DC power is also com-
monly utilized in power transmission networks in circum-
stances where it is necessary to interconnect two AC net-
works operating at different frequencies.

Converters are required at each interface between AC and
DC networks to effect the required conversion between AC
power and DC power, and one such form of converter is a
voltage source converter (VSC).

A DC power grid is also needed to support the emergence
of HVDC power transmission. The DC power grid includes
DC transmission and distribution networks, which may
operate at different voltage levels. In such circumstances a
voltage source converter may also be used to interconnect
the two DC networks.

During operation of HVDC power transmission networks,
voltage source converters may however be vulnerable to DC
side faults that present a short circuit with low impedance
across the DC power transmission lines or cables. Such
faults can occur due to damage or breakdown of insulation,
movement of conductors or other accidental bridging
between conductors by a foreign object.

The presence of low impedance across the DC power
transmission lines or cables is detrimental to a voltage
source converter because it can cause current flowing in the
voltage source converter to increase to a fault current level
many times above its original value. In circumstances where
the voltage source converter was only designed to tolerate
levels of current below the level of the fault current, such a
high fault current damages components of the voltage source
converter.

Conventionally, in order to reduce the risk posed by a
short circuit to a device, one or more switches would be
opened to switch the device out of circuit. However the
switching elements of voltage source converters, such as the
voltage source converter 10 shown in FIG. 1, typically
include anti-parallel diodes 14 that remain in conduction
when the switching elements 12 are opened. Consequently,
even when the switching elements 12 are opened, the diodes
14 allow the fault current 16 arising from a short circuit 18
in a DC network 20 connected to the voltage source con-
verter 10 to flow continuously through the converter 10.
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Another option for reducing the risk posed to a voltage
source converter by a short circuit is to design the voltage
source converter to tolerate the resultant fault current so that
there is sufficient time to detect the fault and extinguish the
current by opening a circuit breaker on the other, AC side of
the voltage source converter.

However the fault current arising from a short circuit in a
DC network connected to the voltage source converter is
typically many times greater than the rated value of the
converter. In order to increase the tolerance of the voltage
source converter, either the size and capacity of conducting
converter diodes must be increased, several converter diodes
must be connected in parallel or a fast-acting bypass device
must be incorporated that is capable of carrying the high
fault current. In any case, whichever option is pursued,
additional inductive components are almost certainly
required to limit the high fault current and the increase in
components leads to an increase in converter size and
weight. This in turn leads to an increase in the size and area
of the associated HVDC converter station.

In addition, opening a circuit breaker on the opposite,
non-fault side of the voltage source converter is disadvan-
tageous because it disconnects the other network from the
HVDC power transmission network. Consequently after the
fault is repaired, the converter station must go through a
start-up sequence and a series of checks before the other
network can be reconnected to the HVDC power transmis-
sion network. This leads to a prolonged interruption of
power flow and therefore non-availability of the power
transmission scheme to those dependent on the scheme for
electrical power supply.

SUMMARY AND DESCRIPTION OF ASPECTS
OF THE INVENTION

According to an aspect of the invention there is provided
a voltage source converter for high voltage DC power
transmission that is connectable, in use, between a DC
network and another electrical network to interconnect the
DC network and the other electrical network, the voltage
source converter comprising a converter unit to convert
power flowing between the DC network and the other
electrical network and at least one fault unit including at
least one fault module having a voltage source that is
operable, in the event of a short circuit in the DC network,
to produce a voltage that acts to reduce current flowing
through the voltage source converter and the short circuit.

The provision of at least one fault unit including at least
one fault module having a voltage source that is operable in
this manner allows the voltage source converter to react
quickly to a fault in a DC network connected to the voltage
source converter with minimal operator involvement.

In addition the provision of the at least one fault module
means that it is not necessary to open a circuit breaker on the
non-fault side of the voltage source converter to disconnect
the other, non-faulty, electrical network from the voltage
source converter. Consequently, once the DC side fault is
repaired, normal operation of the voltage source converter
may be resumed without the need for a start-up sequence and
series of checks.

The or each fault module preferably includes a voltage
source that is operable to provide a voltage that is opposite
in direction to a voltage of the other, non-faulty, electrical
network connected to the voltage source converter.

The provision of a voltage that is opposite in direction to
the voltage of the other, non-faulty, electrical network
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reduces the net voltage driving the fault current and there-
fore reduces the current flowing the voltage source converter
and the short circuit.

In embodiments of the invention, the voltage source
converter may include a chain of fault modules connected in
series in the form of a chain-link converter.

A chain of fault modules connected in series in the form
of a chain-link converter provides a stepped variable voltage
source that permits the generation of a voltage built up from
the voltages provided by each of the individual fault mod-
ules. This is particularly advantageous in situations in which
the voltage of the other, non-faulty, electrical network
exceeds the voltage available from each individual fault
module.

The or each fault module preferably includes a voltage
source in the form of an energy storage device and at least
one semiconductor switch to switch the energy storage
device in and out of circuit.

Such an arrangement allows the or each fault module to
provide a voltage via a respective energy storage device that
is capable of storing and releasing energy. The use of one or
more semiconductor switches allows the energy storage
device to be switched in and out of circuit, as required, so
that in the event of a fault in the DC network the energy
storage device of the or each fault module may be switched
into circuit to provide a voltage to oppose the driving voltage
of the other, non-faulty, electrical network.

The energy storage device of the or each fault module
may be connected with two pairs of semiconductor switches
in a full-bridge arrangement to form a 4-quadrant bipolar
fault module that can provide positive, zero or negative
voltage and can conduct current in both directions.

The use of one or more 4-quadrant bipolar fault modules
maximizes the flexibility of the voltage source converter
whilst simplifying its design. This is because the bidirec-
tional characteristic of the full-bridge arrangement allows
the or each fault module to be used to oppose either an AC
driving voltage or a DC driving voltage. The use of one or
more 4-quadrant bipolar fault modules therefore renders the
voltage source converter suitable for use in an HVDC
transmission network in which it is necessary to interconnect
and AC network and a DC network or two DC networks.

In other embodiments the energy storage device of the or
each fault module may be connected with a pair of semi-
conductor switches in a half-bridge arrangement to form a
2-quadrant unipolar fault module that can provide positive
or zero voltage and can conduct current in both directions.

The use of one or more 2-quadrant unipolar fault modules
is advantageous in embodiments in which the or each fault
module is only required to provide a unidirectional voltage.
This is because it results in a reduced converter size having
fewer components than a converter having one or more
4-quadrant bipolar fault modules and thereby reduces the
overall cost of the voltage source converter.

In yet further embodiments, the or each fault modules
may be simplified and may include an energy storage device
connected with at least one semiconductor switch and at
least one diode so that the energy storage device is connect-
able via the or each diode when the or each semiconductor
switch is operated.

The energy storage device of the or each fault module
may be provided in the form of a capacitor, battery, fuel cell
or auxiliary AC generator with an associated rectifier.

In embodiments in which the energy storage of the or each
module is provided in the form of a capacitor, the capacitor
may be charged to store energy and, when required, dis-
charged to provide a voltage step.
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In embodiments in which the energy storage device of the
or each fault module is provided in the form of a power
source, such as a battery, fuel cell, photovoltaic cell or AC
generator rectified source, power is transferred into or out of
the energy storage device as required.

Preferably the or each semiconductor switch of the or
each fault module is provided in the form of an insulated
gate bipolar transistor, field effect transistor or gate turn-off
thyristor, each with a reverse parallel diode connected across
its terminals. Such devices are small in size and weight, and
have low power dissipation, which minimizes the need for
cooling equipment. Their use therefore leads to significant
reductions in power converter cost, size and weight.

In embodiments of the invention, the converter unit may
include at least one phase element having a plurality of
semiconductor switches, the or each phase element having
an AC terminal located at its mid-point for connection, in
use, to an AC network and opposite ends of the or each phase
element being connected to respective DC terminals for
connection, in use to a DC network.

Such a construction of converter unit renders the voltage
source converter suitable for use in connecting an AC
network and a DC network.

In embodiments where the voltage source converter is
intended to be used to connect a multi-phase AC network
and a DC network, the converter unit may include a plurality
phase elements connected in parallel, each of the phase
elements having an AC terminal at its mid-point for con-
nection, in use, to a respective phase of an AC network. In
such embodiments, opposite ends of each phase element are
connected to respective DC terminals for connection, in use,
to the DC network.

The construction of the voltage source converter is vari-
able in terms of the location of the or each fault unit relative
to the converter unit in order to oppose, in use, the driving
voltage of the AC network in the event of a fault in the DC
network.

For example, in one embodiment, a respective fault unit
may be connected to the AC terminal of the or each phase
element for connection, in use, between the phase element
and the AC network.

In another embodiment, a fault unit may be connected to
one of the DC terminals for connection, in use, between one
end of the or each phase element and the DC network.

It is also envisaged that in embodiments of the invention
the converter unit and a fault unit may be formed as an
integrated unit. In such embodiments the fault unit may
enhance the operation and/or the performance of the con-
verter.

The integrated unit preferably includes at least one phase
element having first and second limbs connected in series
and an AC terminal at its mid-point, between the first and
second limbs, for connection, in use, to an AC network. Each
limb preferably includes a chain of integrated modules
connected in series, each of the integrated modules includ-
ing an energy storage device connected in parallel with at
least one pair of semiconductor switches. Opposite ends of
the or each phase element are preferably connected to
respective DC terminals for connection, in use, to a DC
network.

In such embodiments, each of the integrated modules may
include an energy storage device connected with either two
pairs of semiconductor switches in a full-bridge arrangement
to define a 4-quadrant bipolar integrated module, or a pair of
semiconductor switches in a half-bridge arrangement to
define a 2-quadrant unipolar integrated module.
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As with the fault modules, and resulting in corresponding
advantages, the energy storage device of the or each inte-
grated module may be provided in the form of a capacitor,
battery, fuel cell or auxiliary AC generator with an associ-
ated rectifier, and each semiconductor switch may be pro-
vided in the form of an insulated gate bipolar transistor, field
effect transistor or gate turn-off thyristor, each with a reverse
parallel diode connected across its terminals.

Preferably the voltage source converter is operable, in
use, to exchange reactive power with an AC network con-
nected to the converter.

Preferred embodiments of the invention will now be
described, by way of non-limiting examples, with reference
to the accompanying drawings in which:

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows the flow of current in a voltage source
converter via diode conduction in the event of a fault ina DC
network connected to the voltage source converter;

FIGS. 2a and 256 show a voltage source converter accord-
ing to an embodiment of the invention;

FIG. 3 shows a voltage source converter according to
another embodiment of the invention;

FIG. 4 shows a voltage source converter according to a
further embodiment of the invention;

FIG. 5 shows a voltage source converter according to a
yet further embodiment of the invention; and

FIG. 6 shows a DC current-carrying chain-link converter
providing a voltage to oppose a DC driving voltage to reduce
a fault current.

DETAILED DESCRIPTION

While the present invention is described herein in con-
nection with certain embodiments, it is to be understood that
the invention is not limited to the disclosed embodiments,
but, on the contrary, is intended to cover various modifica-
tions and equivalent arrangements included within the spirit
and scope of the appended claims, and equivalents thereof.

A voltage source converter 20 according to an embodi-
ment of the invention is shown in FIGS. 24 and 25 connected
in an HVDC power transmission network between a DC
network 22 and an AC network 24 so as to interconnect the
DC and AC networks 22,24. The voltage source converter 20
includes a converter unit 26 to convert power flowing
between the DC network 22 and the AC network 24 and a
fault unit 28.

The fault unit 28 includes a plurality of fault modules 30
connected in series to form a chain-link converter 32 con-
nected with the converter unit 26 between the DC and AC
networks 22,24, each of the fault modules including a
voltage source 34.

In operation of the HVDC power transmission network,
the DC network 22 may experience a DC side fault present-
ing a short circuit across the DC transmission lines or cables,
which may be less than a few Ohms. During such a fault
condition, the voltage source converter 20 remains con-
nected to the other, non-faulty AC network 24, which
continues to provide a driving voltage and results in a fault
current flowing through the voltage source converter 20 and
the short circuit.

The voltage source 34 of each of the fault modules 30 of
the chain-link converter 32 is operable, as required, during
the fault condition to produce a voltage to oppose the driving
voltage of the non-faulty AC network 24, and thereby reduce
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the net voltage driving the fault current through the voltage
source converter 20 and the short circuit.

In the embodiment shown in FIGS. 2a and 25, the voltage
source 34 of each of the fault modules 30 of the chain-link
converter 32 is provided in the form of a capacitor 36, which
is connected with two pairs of semiconductor switches 38 in
a full-bridge arrangement to form a 4-quadrant bipolar fault
module.

Each of the semiconductor switches 38 includes an insu-
lated gate bipolar transistor accompanied by a reverse-
parallel connected diode.

In other embodiments, it is envisaged that each of the
semiconductor switches 38 may include a different semi-
conductor switch, such as a gate turn-off thyristor, a field-
effect transistor or an integrated gate-commutated thyristor,
accompanied by a reverse-parallel connected diode.

During a fault condition, the capacitor 36 of a fault
module 30 may be bypassed or inserted into the chain-link
converter 32 by changing the state of the semiconductor
switches 38.

A capacitor 36 of a fault module 30 is bypassed when a
pair of semiconductor switches 38 is configured to form a
short circuit in the fault module 30, causing the current in the
fault module 30 to pass through the short circuit and bypass
the capacitor 36.

In many fault conditions, the current flows only in the
reverse-parallel connected diodes of the semiconductor
switches 38. In these instances, the semiconductor switches
38 may be turned off to achieve insertion of the capacitors
36.

A capacitor 36 of a fault module 30 is inserted into the
chain-link converter 32 when the pair of semiconductor
switches 38 is configured to allow the current to flow into
and out of the capacitor 36, which is then able to charge or
to discharge its stored energy and provide a voltage.

It is therefore possible to build up a combined voltage
across the chain-link converter 32, which is higher than the
voltage available from each of the individual fault modules
30, via the insertion of the capacitors 36 of multiple fault
modules 32, each providing its own voltage, into the chain-
link converter 32.

It is also possible to vary the timing of switching opera-
tions for each fault module 30 such that the insertion and/or
bypass of the capacitors 36 of individual fault modules 30 in
the chain-link converter 32 results in the generation of a
voltage waveform to oppose the voltage waveform of the
non-faulty AC network 24.

The state of the semiconductor switches 38 of each fault
module 30 determines the path of current through the fault
module 30 and therefore the voltage provide by the fault
module 30.

More specifically, the fault module 30 provides zero
voltage when the capacitor 36 is bypassed by either closing
semiconductor switches 38a and 385, or closing semicon-
ductor switches 38¢ and 384.

The fault module 30 provides positive voltage for both
directions of current flow when semiconductor switches 38a
and 38d are closed and semiconductor switches 385 and 38¢
are open so that current flows via semiconductor switches
38a and 384 into and out of the capacitor 36.

The fault module 30 provides negative voltage for both
directions of current flow when semiconductor switches 385
and 38¢ are closed and semiconductor switches 38a and 384
are open so that current flows via semiconductor switches
385 and 38c¢ into and out of the capacitor 36.

The number of fault modules 30 inserted into the chain-
link converter 32 and the direction of the voltage produced
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by the inserted modules 30 is determined by the voltage
required to oppose the driving voltage of the non-faulty AC
network 24.

In the absence of any fault in the DC network 22, the
semiconductor switches 38 are configured so that the capaci-
tor 36 of each fault module 30 may be bypassed or tempo-
rarily inserted to enable charging. Alternatively the fault
module 30 may be operated to enhance the operation and/or
performance of the voltage source converter 20.

The fault unit 28 may be provided on either the AC side
or the DC side of the converter unit 26, as illustrated in
FIGS. 2a and 254 by the two alternative positions A and B of
the converter unit 26. In either configuration, the AC net-
work 24 is connected to the voltage source converter via one
or more inductors 40.

A voltage source converter 42 according to an embodi-
ment of the invention in which a fault unit 44 is connected
to the DC side of a converter unit 46 is shown in FIG. 3. The
converter unit 46 is connected to an AC network 48 on its
AC side via inductors 50 and connected on its DC side via
the fault unit 44 to the DC network 52.

As in the embodiment shown in FIGS. 2a and 25, the fault
unit 44 of the voltage source converter 42 shown in FIG. 3
includes a chain of fault modules 54 in the form of a
chain-link converter 56. Each of the fault modules 54
however includes a capacitor 58 connected with a pair of
semi-conductor switches 60 in a half-bridge arrangement to
form a 2-quadrant unipolar fault module.

Such a configuration of fault unit 44 is possible because
the fault unit 44 is connected to the DC side of the converter
unit 46. Consequently it is only necessary for the fault unit
44 to provide positive or zero voltage in order to oppose the
driving voltage of the AC network 48 in the event of a fault
in the DC network 52.

While the fault modules 54 of the fault unit 44 are
provided in the form of 2-quadrant unipolar fault modules,
their operation in the event of a fault in the DC network 52
is essentially the same as that described with reference to
FIGS. 2a and 25 in that the semiconductor switches 60 are
configured to insert or bypass the capacitor 58 of each fault
module 54, as required, in order to provide the voltage
required to oppose the driving voltage of the AC network 48.

The or each 2-quadrant module 54 may be simplified
further by replacing the upper semiconductor switch 60 with
a diode 61, as shown in the middle module 545 of the fault
unit 44.

In other embodiments, the fault unit 44 may include one
or more 4-quadrant modules.

In the absence of any fault in the DC network 52, the
semiconductor switches 60 are configured so that the capaci-
tor 58 of each fault module 54 is bypassed or temporarily
inserted to enable charging of the capacitor 58. Alternatively
each fault module 54 may be operated to enhance the
operation and/or performance of the voltage source con-
verter 42.

Referring to FIG. 3, it can be seen that the converter unit
46 of the voltage source converter 42 includes three phase
elements 62a,625,62¢ connected in parallel.

Each of the phase elements 62a,625,62¢ includes a plu-
rality of semiconductor switches 64 and an AC terminal 66
located at its mid-point via which the phase element 62a,
625,62¢ is connected to a respective phase of the AC
network 48.

Opposite ends of the phase elements are connected to
respective DC terminals 67,68 via which the converter unit
46 is connected to the DC network 52.
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Switching of the semiconductor switches 64 of the phase
elements 62a,625,62¢ is controlled to facilitate the required
conversion between AC and DC power.

In the embodiment shown in FIG. 3, each of the semi-
conductor switches 60,64 in each of the fault modules 54
and each of the phase elements 624,6256,62¢, includes an
insulated gate bipolar transistor accompanied by a reverse-
parallel connected diode.

In other embodiments it is envisaged that each of these
semiconductor switches 60,64 may include a different semi-
conductor switch, such as a gate turn-off thyristor, a field-
effect transistor or an integrated gate-commutated thyristor,
accompanied by a reverse-parallel connected diode.

In other embodiments it is also envisaged that the number
of phase elements 62 included in the converter unit 46 may
be varied to accommodate AC networks having different
numbers of phases.

A voltage source converter 70 according to an embodi-
ment of the invention in which a fault unit is connected to
the AC side of a converter unit 74 is shown in FIG. 4.

Referring to FIG. 4, it can be seen the converter unit 74
of the voltage source converter 70 is connected on its AC
side to an AC network 76 via three fault units 72a,725,72¢
and three respective inductors 78a,785,78¢. The converter
unit 74 is connected on its DC side directly to a DC network
80.

Each of the fault units 72a,725,72¢ includes a chain of
fault modules 82 in the form of a chain-link converter 84,
and each of the fault modules 82 includes a capacitor 86
connected with two pairs of semi-conductor switches 88 in
a full-bridge arrangement to form a 4-quadrant bipolar fault
module.

Such a configuration of fault unit 72 is required because
the fault units 72a,725,72¢ are connected to the AC side of
the converter unit 74. Consequently it is necessary for each
of the fault units 724,725,72¢ to provide positive, zero or
negative voltage in order to oppose the driving voltage of the
AC network 76 in the event of a fault in the DC network 80.

As in the embodiment shown in FIG. 3, the converter unit
74 of the voltage source converter 70 includes three phase
elements 90a,905,90¢ connected in parallel.

Each of the phase elements 904,905,90¢ includes a plu-
rality of semiconductor switches 92 and an AC terminal 94
located at its mid-point via which the phase element 90a,
905,90¢ is connected via a respective one of the fault units
72a,72b,72c¢, to a respective phase of the AC network 76.

Opposite ends of the phase elements 90a,905,90¢ are
connected to respective DC terminals 96,98 via which the
converter unit 74 is connected to the DC network 80.

Switching of the semiconductor switches 92 of the phase
elements 90a,905,90c¢ is controlled to facilitate the required
conversion between AC and DC power.

As outlined with reference to FIGS. 24 and 2b, the
semiconductor switches 88 of the fault modules 82 of the
chain-link converters 84 of each of the fault units 724,725,
72c¢ are configured to insert or bypass the capacitor 86 of
each fault module 82, as required, in order to provide the
voltages required to oppose the driving voltage of each
phase of the AC network 76.

In the absence of any fault in the DC network 80, the
semiconductor switches 88 are configured so that the capaci-
tor 86 of each fault module 82 is bypassed or temporarily
inserted to permit charging of the capacitor 86. Alternatively
the fault module 82 may be operated to enhance the opera-
tion and/or performance of the voltage source converter 70.

In the embodiment shown in FIG. 4, each of the semi-
conductor switches 88,92 in each of the fault modules 82
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and each of the phase elements 904,906,90¢, includes an
insulated gate bipolar transistor accompanied by a reverse-
parallel connected diode.

In other embodiments it is envisaged that each of these
semiconductor switches 88,92 may include a different semi-
conductor switch, such as a gate turn-off thyristor or an
integrated gate-commutated thyristor, accompanied by a
reverse-parallel connected diode.

In other embodiments it is also envisaged that the number
of phase elements 90 included in the converter unit 74 may
be varied to accommodate AC networks having different
numbers of phases.

A voltage source converter 100 according to a further
embodiment of the invention is shown in FIG. 5 in which the
functions of the converter units and the fault units of the
previous embodiments are provided by an integrated unit
102.

The integrated unit 102 includes three phase elements
104a,1045,104¢, connected in parallel. Each of the phase
elements 1044,1045,104c¢ has first and second limbs 106,108
connected in series and an AC terminal 110 provided at its
mid-point between the first and second limbs 106,108 via
which each of the phase elements 104a,1045,104¢ is con-
nected via a respective inductor 112 to an AC network 114.

Opposite ends of the phase elements 104a,1045,104¢ are
connected to respective DC terminals 116,118 via which the
integrated unit 102 is connected to a DC network 120.

Each limb 106,108 of each of the phase elements 104a,
1045,104¢ includes a chain of integrated modules 122
connected in series to form a chain-link converter 124. In the
embodiment shown in FIG. 5, each of the integrated mod-
ules 122 includes a capacitor 125 connected with two pairs
of semiconductor switches 126 in a full-bridge arrangement
to define a 4-quadrant bipolar integrated module.

In the absence of any fault in the DC network, the
semi-conductor switches 126 of the integrated modules 122
are operated to effect the required conversion between AC
and DC power for each phase of the AC network 114.

During a fault condition, the semi-conductor switches 126
of the integrated modules 122 are operated to insert or
bypass each of the capacitors 125 of the integrated modules
122, as required, to provide the voltage required to oppose
the driving voltage of each phase of the AC network 114.

In the embodiment shown in FIG. 5 each of the semicon-
ductor switches 126 in each of the integrated modules 122
includes an insulated gate bipolar transistor accompanied by
a reverse-parallel connected diode.

In other embodiments it is envisaged that each of the
semiconductor switches 122 may include a different semi-
conductor switch, such as a gate turn-off thyristor or an
integrated gate-commutated thyristor, accompanied by a
reverse-parallel connected diode.

In other embodiments it is also envisaged that the number
of phase elements 104 included in the integrated unit 102
may be varied to accommodate AC networks having differ-
ent numbers of phases.

It is also envisaged that in other embodiments a voltage
source converter according to the invention may be used to
interconnect two DC networks. A DC to DC converter 128
according to such an embodiment is shown in FIG. 6.

The DC to DC converter 128 includes a plurality of
4-quadrant chain-link fault modules 130, which are con-
nected in series to form a fault unit in the form of a series
voltage source converter 136 connected between one DC
network 132 and another DC network 134.

The switches within each fault module 130 are operable
to insert or bypass the respective capacitor 138 and provide
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a controllable, bidirectional voltage in the event of a fault in
one of the DC networks 132,134 to oppose the driving
voltage of the other, non-faulty DC network.

In such an embodiment it is envisaged that the voltage
source converter 136 may be configured to oppose a driving
voltage arising from either of the DC networks 132,134 and
therefore provide a fault unit that is responsive to handle a
fault regardless of in which DC network 132,134 the fault
arises, as shown in FIG. 6.

In the absence of any fault in either of the DC networks
132,134, the series voltage source converter 136 may be
required to provide a voltage equal to the difference between
the voltage of the one DC network 132 and that of the other
DC network 134, and therefore forms an inherent part of the
overall DC to DC converter 128.

In other embodiments, the fault unit may be designed to
be responsive to faults in only one of the DC networks, and
is therefore only required to develop an opposing voltage in
one direction. In such embodiments, the fault unit provided
in the form of the voltage source converter 136 may include
a plurality of 2-quadrant modules.

What is claimed is:

1. A voltage source converter for high voltage DC power
transmission that is configured to be connectable, in use,
between a DC network and an AC network to interconnect
the DC network and the AC network, the voltage source
converter comprising:

a converter unit to convert power flowing between the DC
network and the AC network, the converter unit includ-
ing at least one phase element having a plurality of
semiconductor switches, the at least one phase element
having an AC terminal located at its mid-point and
configured to be connected, in use, to the AC network
and opposite ends of the at least one phase element
being respectively connected to a first DC terminal and
a second DC terminal;

a fault unit connected to the first DC terminal to inter-
connect, in use, the converter unit and the DC network,
and no fault unit connected to the second DC terminal,
wherein the fault unit connected to the first DC terminal
includes at least one fault module, wherein the at least
one fault module includes a voltage source in the form
of an energy storage device and at least one semicon-
ductor switch, wherein in response to a short circuit in
the DC network, the at least one semiconductor switch
of the at least one fault module is configured to insert
or bypass the voltage source of the at least one fault
module, to provide the voltage required to oppose the
driving voltage of the AC network and thereby reduce
current flowing through the voltage source converter
and the short circuit.

2. The voltage source converter according to claim 1,
wherein the voltage source of the at least one fault module
is configured to produce a voltage having an opposite
polarity to a voltage of the AC network.

3. The voltage source converter according to claim 1,
wherein the fault unit connected to the first DC terminal
includes a plurality of fault modules connected in series in
the form of a chain-link converter.

4. The voltage source converter according to claim 1,
wherein the at least one fault module includes the energy
storage device connected with two pairs of semiconductor
switches in a full-bridge arrangement to form a 4-quadrant
bipolar fault module.

5. The voltage source converter according to claim 1,
wherein the at least one fault module includes the energy
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storage device connected with a pair of semiconductor
switches in a half-bridge arrangement to form a 2-quadrant
unipolar fault module.

6. The voltage source converter according to claim 1,
wherein the at least one fault module includes the energy
storage device connected with the at least one semiconduc-
tor switch and at least one diode so that the energy storage
device is connectable via the at least one diode when the at
least one semiconductor switch is operated.

7. The voltage source converter according to claim 1,
wherein the converter unit includes a plurality of phase
elements connected in parallel, each of the phase elements
having the AC terminal at its mid-point configured to be
connected, in use, to a respective phase of the AC network.

8. The voltage source converter according to claim 1,
wherein the energy storage device is provided in the form of
a capacitor or a battery.

9. The voltage source converter according to claim 1,
wherein the at least one semiconductor switch of the at least
one fault module includes an insulated gate bipolar transis-
tor, a field effect transistor or a gate turn-off thyristor, each
with a reverse parallel diode connected across its terminals.

10. The voltage source converter according to claim 1,
wherein the voltage source converter is configured to, in use,
exchange reactive power with the AC network connected to
the converter.
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